MOBILE HOME
FOUNDATION SYSTEM

PIER GROUPING BY OTHERS LOCATED
AS SPECIFIED IN HOME MANUFACTURER'S
INSTALLATION INSTRUCTION. SEE NOTE 6

2 HALVES TO BE CONNECTED
[ PER MANUFACTURER’S INSTRUCTIONS
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NOTES AND SPECIFICATIONS DESIGN CRITERIA:

1. MATERIALS: STEEL SHAPES AND PLATES: ASTM A36
STEEL TUBE..........coconemeeeeenn. ASTM ASOD GR. B

2. ALL WELDING SHALL BE IN ACCORDANCE WITH AWS D1.1-86 BY AMERICAN WELDING SOCIETY. WELDERS SHALL BE
QUALIFIED IN ACCORDANCE WITH AWS. ELECTRODES SHALL BE: ETOXX OR ER70S-X (SPRAY ARC ONLY).

IN COMPLIANCE WITH 2022 CBC & CALIFORNIA ADMINISTRATIVE CODE TITLE 25, CHAPTER 2 & 2.2, ] = IS, =11 %i%%%
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—“I | #5 REBAR X 14" LONG WITH WELDED

WASHER OR 3/4 X 14" ROD

SUPPORT MASTER PADS

TO BE 24°x24” APV'D PLASTIC PADS
OR 16"x24"x3/4” PLYWOOD

WITH (2) 2°x127x30” P.1. PADS
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24” poly
OR30”PT

#5 REBAR x14” LONG OR
3/4” ROD WITH
WELDED WASHER.

" ALL REBAR TO BE
GALVANIZED OR HOT
DIPPED IN TAR BASE

EPOXY PAINT RUST
RESISTANCE.
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3" TYP

24"

GROUND PIN APPLIES TO SINGLE WIDE ONLY

—  WHERE PIER IS LOCATED ON CONC. SLAB USE 5/8”DIA. x 3-1/2
LONG RED HEAD ANCHORS W 1-1/2” MIN. EMBEDMENT IN PLACE
OR REBAR ANCHORS

@_ SUPPORT MASTER & SPI SAFETY JACK
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7 MAX 15’ MAX

15’ MAX

LENGTH VARIES 74’ MAX.

15’ MAX

15 MAX ———

7" MAX

FOR TRIPLE AND QUADRUPLE USE MULTIPLE PIERS (AS SHOWN) 5

\, STANDARD PIER LOCATED AS SPECIFIED IN THE HOME

MANUFACTURE’S INSTALLATION INSTRUCTIONS. SEE NOTE 5

FOR HOMES SHORTER OR EQUAL TO 59° LONG USE 16 SUPPORT MASTER
FOR HOMES SHORTER OR EQUAL TO 44’ LONG USE 12 SUPFORT MASTER.
FOR 16’ WIDE HOMES THE SUPPORT MASTER TO BE MAX. 14™-6” APART STARTING 7’

NOTES:

MAX. FROM ENDS.

@ TYPICAL FOUNDATION PLAN DOUBLE WIDE
/* NO SOIL NAILING IS REQUIRED FOR DOUBLE WIDE AND LARGER
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STANDARD PIER LOCATED AS SPECIFIED IN THE HOME
MANUFACTURE’S INSTALLATION INSTRUCTIONS. SEE NOTE 5

TYPIGAL FOUNDATION PLAN FOR SINGLE WIDE

WITH 2-GROUND SPIKES PER SUPPORT MASTER BASE PAD
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8" MIN.
SEE NOTE 1
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SUPPORT MASTER & SPI SAFETY JACK
NOTE 1 PIER BASE DIMENSIONED VARIES:
8” S0. BASE FOR 6 TALL PIER
12" $Q. BASE FOR 12 TALL PIER
16” SQ. BASE FOR PIER TALLER THAN 147
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18.000# SUPPORT
MASTER

SPI SUPPORT MASTER WITH ADJUSTMENT SPACING

TEST REPORT #11011-18K

Listing Agency: BSK
Listing #%0533

18,000 LB RATED “St?port Master” Pier Tesfing
ssociates, Inc.

11. SUPPORT MASTER

LOAD CAPACITY: VERTICAL LOAD (LISTED).......... 18,000#
LATERAL LOAD........comemsemsceseennss 675 LB.

FLOOR LIVE LOAD: 40 PSF
ROOF LIVE LOAD: 20 PSF

10. ALL REBAR TO BE PRIMED WITH RUST RESISTANCE TAR BASE PAINT.

3. THIS FOUNDATION SHALL BE PLACED ON A FAIRLY LEVEL SITE WITH NO EXISTING SOIL PROBLEMS, IF SETTLEMENT SHOULD OCCUR
DUE TO POOR SOIL. MANUFACTURED HOME SHOULD BE READJUSTED WHEN DIFFERENCE IN LEVEL IS MORE THAN 1/4” OR WHEN IT
WOULD ADVERSELY AFFECT THE USE OF THE MANUFACTURED HOME.

4. THE HOME MAY HAVE SUPPORT MASTERS AS HIGH AS 32" PIERS OVER 24" SHALL HAVE DOUBLE STIFFENER PER DETAIL A.
5. THIS FOUNDATION SYSTEM IS INTENDED TO SUPPLEMENT THE STANDARD SUPPORT SYSTEM AS SPECIFIED IN THE HOME
MANUFACTURER’S INSTALLATION INSTRUCTIONS. IN THE ABSENCE OF THE MANUFACTURER’S INSTALLATION INSTRUCTIONS,
PLANS AND SPECIFICATIONS SIGNED BY A LICENSED ENGINEER COVERING THE INSTALLATION OF THE PARTICULAR HOME OR
PLANS PREPARED BY INSTALLER USING THE STATE OF CALIFORNIA DEPARTMENT OF HOUSE & COMMUNITY DEVELOPMENT
PUBLICATION “MOBILE HOME INSTALLATION GUIDE” CURRENT EDITION MUST ACCOMPANY THESE PLANS

6. SPECIAL SUPPORT AT MARRIAGE LINES, RIDGE BEAM SUPPORTS AND EXTERIOR WALLS MUST BE INSTALLED IN ACCORDANCE
WITH THE HOME MANUFACTURER'S INSTALLATION INSTRUCTIONS OR SPECIAL DRAWINGS AS MENTIONED ABOVE.

7. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CBC 2022 AND WITH ALL APPLICABLE LOCAL CODES AND ORDINANCES.
FINISH GRADE MUST BE SLOPED AWAY FROM THE PERIMETER OF HOME AS TO PREVENT WATER FROM SEEPING IN UNDER SKIRTING.

8. SUPPORT MASTER PADS TO BE 24"x24” APV'D PLASTIC PADS OR 16"x24"x3/4” PLYWOOD WITH {2) 2"x12"x30” P.T. PADS
9. A MIN. 18” CLEARANCE SHALL BE MAINTAINED BENEATH FLOOR JOIST & 12" MIN. BELOW MAIN STEEL CHASSIS BEAM

MANUFACTURED HOME/MOBILE HOME
FOUNDATION $§YSTEM !
HEALTH AND SAFETY CODE, SECTION 1895
APPROVED

SNOW: 80 PSF APPROVAL DOES NOT AUTHORIZE OR APPROVE ANY
EARTHQUAKE: SEiSMEC QES*GN CATEGGRY ssEs!: OMISSIONS OR DEVIATION FROM REQUIREMENTS OF
SITE CLASS *E” APPLICABLE S'I‘;:;S L?gvlgf;wp REGULATIONS
SDS=1.0 Departmaeng anousiﬁg{;ndaClo::::ﬂjty Development ot :
WIND: VULT=130 MPH EXPOSURE “C” T — 1L
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*IF SITE CRITERIA DIFFERS FROM ABOVE THE ENGINEER HAS TO BE
NOTIFIED AND PLAN NEEDS TO BE ALTERED BY ENGINEER OR RECORD
TO MEET NEW CRITERIA.
SINGLE WIDES MULTI - WIDES
FOR PLACEMENT IN FLOOD HAZZARD AREAS MFG'D HOME = No. OF TIE DOWNS MFG'D HOME No. OF TIE DOWNS
SIZE EACH SIDE SIZE EACH SIDE
WHEN PERIMETER SKIRTING IS INSTALLED, 12" {0 56° 3 20" to 50° 3
PLACE THE UNDERFLOOR VENTS SO THE 12" 10 57770’ 4 20° t0 51’ / 60’ 4
BOTTOM OF THE VENT IS MAX 12° ABOVE 1410 74° 4 24" 10 50’ 3
THE UNDERFLOOR GROUND SURFACE 1610 74’ 4 24’1051’ / 66' 5
& L EVENLY SPACED LB L 28 10 60’ 5
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T f i T 40’ ic 60’ /
FOR INSTALLATIONS IN FLOOD HAZZARD 40 10 61/ 66 :
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INSTALL MIN 3150 LB. TiE DOWN STRAPS AND MIN 48" EARTH AUGERS P I S S W:— —
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Ay, MAX. PIER SEENOTE 5
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PACIFIC CONSULTING ENGINEERS
9739 North Vista Dr. ¢ Kingman, AZ 86401

MOBILE HOME
FOUNDATION SYSTEM

© COPYRIGHT HFE 2008

THESE PLANS ARE COPYRIGHTED
AND ARE SUBJECT TO COPYRIGHT
PROTECTION UNDER SECTION 102 OF
THE GOPYRIGHT ACT OF 1930, THE
PROTECTION INCLUDES BUT IS NOT
LIMITED TO THE OVERALL FORM AS
WELL AS THE ARRANGEMENT AND
CGOMPOSITION OF THE SPACES AND
ELEMENTS OF THE DESIGN.
UNAUTHORIZED USE OF THESE
PLANS CAN LEGALLY RESULY IN THE
CESSATION OF CONSTRUCTION OF
THE PROJECT BEING SEIZED ANEYOR
MONETARY COMPENSATION TO
SEDCO PIERS INC.
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2" x1/8” STIFFENER BOTTOM VARIES 6” MIN
DOUBLE STIFFENER : L -1/2"x1-1/12"x318” 24" MAX
FOR SUPPORT _ - _
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FOR A 36” TOTAL HEIGHT FROM THE GROUND TO THE
BOTTOME OF THE CHASSIS BEAM, ADD THE NECESSARY
LEYARS OF 2-2”X12"X30” P.T. UNDER THE PADS

ALTERNATE LONG DIRECTION OF THE PADS. NAIL
TOGETHER WITH 10d GALV. NAILS--6 EACH PAD.
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“— SUPPORT MASTER PADS TO BE 24”x24”
- APV'D PLASTIC PADS OR 16"x24"x3/4”
PLYWOOD WITH (2) 2"x12"x30” P.T. PADS

PIER & JACK BRAGE

NO SCALE

WILDOMAR, CA 92595
(951) 674-4011
'SEDCOPIER@VERIZON.NET




